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PHLS - UNPACKING

Main Unit GPS Module & Cradle Tamperproof Cover

Memory CardIf DC Fused - Power Cable Cable Clip & Tie

Wireless Wifi USB Adapter Screw Wrench Hex Security Screw

**If optional accessories was purchased, please check for its content.
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PHLS - COMPONENTS

GPS & Cradle

Operating LED

Road view camera

(Six-element lens)

GPS receiver module

(GNSS worldwide)

In-cabin view camera

Angle hook for tamper-
proof case

Speaker

Main device joint hook

Lock screw joint hole

GPS Cradle joint hook

Star shape

Screw Wrench
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PHLS - CRADLE POSITIONING

The camera is designed that supports various angle of 
windshield from the vehicle. Please refer to below figure for 
right installation angle fit.

The camera has marked direction guide as icon of vehicle 
type.

Truck & Bus

Taxi & Sedan

For Truck & Bus

For Taxi & Sedan
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PHLS - INSTALLATION GUIDE

STEP 1: Clean the windshield STEP 2: Remove the film on the
double sided adhesive tape

STEP 3: Position GPS Cradle on
center of the windshield

STEP 3: Position GPS Cradle on
center of the windshield

STEP 3: Join the main camera with
GPS windshield cradle.

STEP 4:  Connect cable from 
GPS Cradel to Camera GPS Port.

STEP 5: Connect all included 
cabled to camera.

STEP 6: Adjust camera angle view
for front & in cabin.

STEP 7: Fit tamperproof cover 
hook to camera angle’s hole after 

adjusting camera angle.

STEP 8: Joint and lock the screw;
install rectangle sticky cover.
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PHLS - WIRING POWER CABLE

Planet Halo is not liable improper installation. Please consult a electrical 
professional for installation. 

STEP 1: Plug power cable into the camera “DC IN” port.

STEP 2: Run power cable up and around the windshield into the dashboard. 
      **Cable clip and zip ties are included for a secure & clean install.

STEP 3: Wire in:
     *TIP - You can run power cable to the fuse box. 
  Using fuse taps (not provided) makes 
  installation very easy & simple, but not required.
  
  Using a volt meter, find which line is: 
  Always On 12 volt; wire in the red line.
  On 12 volt with ignition only; wire in the white line
 

  Black to GROUND - CHASSIS.

  Red to CONSTANT HOT (always on 12v+) (Fuse: pwr, seat, etc).

   White to IGNITION LINE (12v+ line that turns on & off with ignition)
  (Fuse: acc, ign, etc). 
 

 




